CITY OF REDMOND
APPLICATION REQUIREMENTS FOR:
ESSENTIAL PUBLIC FACILITY

Redmond

An appointment must be scheduled to submit your application to the Development Services
Center. Please call 425-556-2494 to schedule your appointment. Applications delivered by
courier or by mail will not be accepted. Failure to include all items will result in the application
being deemed incomplete and will not be reviewed until complete.

Did this project have a Pre-Application meeting with the Technicd Committee? Y N If Yes what was
the mogt recent pre-app date? What was the file # of the pre-app?

Did this project have a Pre-Application meeting with the Design Review Board? Y N If Yes what was
the mogt recent pre-app date? What was thefile # of the pre-app?

Please note that the submittal requirements below may change periodicaly. These submitta requirements
are dated June, 2006.

I. APPLICABILITY
An applicant may make a written request or the Planning Director may require a proposal to be
reviewed as an Essentid Public Facility. An agpplicant may use this process if the facility meets the
definition of an Essentid Public Fadility.

[I. PROEESSIONAL PREPARATION
All components of the Essentid Public Facility application shal be prepared by the appropriate
professiond(s) licensed in the State of Washington. A license stamp or registration number, whichever
is gpplicable, as well as the signature, shal be provided on the face of Site Plan Entitlement application
materias.

1. GENERAL

The applicant shall check each item below to confirm these items are included in the application
submittal package:

A. Completed Generd Application Form and Project Contact Form

B. Application Fees (please provide receipts from Technical Committee and Design Review Board
pre-gpplication meetings in order to determine the Pre- Application meeting credit).

C. Completed SEPA/CAO Fee Worksheet

D. Vicinity map (suitable for public notice purposes) with labeled streets and north arrow on 8 2" x
11 sheet of paper

0 OO0 OO0

E. Three (3) copiesof CAO Report (see 20D.140 or CAO User's Guide to determine if applicable).
F. Thlree (3) copies of a Prliminary Stormwater Report prepared by a registered Civil engineer
|nc
3) of off-gte areas draining on-Site.
iminary sormwater caculations of 6 months, 2 year, 10 year, 25 year and 100 year sorm
flow rates for:
- Pre Development (Wooded or meadow Site)
- Post Development (IP
3. Approximate Szing O Stormwater Qudity and Quantity Control systems

[0 G. A SEPA Application form, together with nine (9) copies of a City of Redmond SEPA Checklist.
Complete responses must be provided to dl questions.
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Depending upon the size of the project, seven (7) copies of a traffic study may be required.
Please consult the Enginearing Divison Office.

The completed School Concurrency Form is encouraged to be submitted at time of application, but
not required. The form must be completed, however, prior to issuance of a SEPA Threshold
Determination and/or prior to recommending approva for the proposa. The form is only required
where proposa includes congtruction of new dwelling units.

J. Ten (10) copies of the statement of design intent are optiond (up to one page).

M.

N.
O.

. Submittal of photographs of the Ste keyed to a ste plan. (Maximum of 1 roll of 32" x 5" print.)

showing existing structures, adjacent properties and structures, direction of access to the site and
al pertinent conditions of the property.

One 8 ¥2" x 11" sheet outlining pecid design requirements for specific digtricts, neighborhoods or
USES.

For projects proposed to be phased, please provide a phasing plan identifying the proposed timing
of each phase and a clear ddineation of those improvements to be constructed for eacﬁophase.

One (1) 8%2" x 11"reduced site plan suitable fore public notice purposes.
Two (2) copies of Title Report (dated within 90 days of the submittal date) for dl parcesinvolved

FORMAT: For multi-sheet gpplications, the engineering dte plan, architecturd dte plan and

an

plan shdl dl use the same base maps unless prior arrangements have been made.

Additiondly, a sheet index must be provided on the face of al plan sets. Some of these requirements
may not be applicable depending upon the type of facility proposed.

A.

C.

Ten (10) sets of dte plans labeed “Site Plan” (which includes al information on cover sheet A,
attached). Completed Cover Sheet A must be attached.

Ten (10) sats of landscape plans labeled “Landscape Plan” (which includes al information on cover
sheet B, attached). Completed Cover Sheet B must be attached.

Ten (10) sets of building devations, floor plans, roof plans and lighting plans, labeled “Building
Elevations, Hoor/Roof/Lighting Plans’ (which includes dl information on cover sheet C, attached),
Completed Cover Sheet C must be attached.

For large Stes, ten (10) copies of a composite Site plan, civil engineering plan, and a composite
landscape plan showing the entire site on one 22'x34" shedt.

All plans must be folded and grouped in sets (each set to include one of each type of plan).
Architecturd fold is preferred.
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DES GN REVIEW

The following items must be submitted a least 14 days prior to the Design Review Board meting.

A.

B.

Twelve (12) copies of a vicinity map that shows dl properties and exigting land uses within 500° of
the subject property.

Twelve (12) copies of a Statement of Design Intent on an 11”x 17" sheet of paper, consstent with
the standards set forth in RCDG Chapter 20D.40, Design Slandards. The statement should
include text and conceptua drawings and should be based upon a well-defined concept which
responds to the community goals and policies identified within Chapter 20D.40, Design Standards.

Twelve (12) copiesof an 11" x 17" sheet outlining dl Ste requirementsincluding front, street, rear
and sde setbacks, maximum height, maximum lot coverage of structures and/or impervious surface
area, maximum FAR/dengty, minimum and maximum parking paces and minimum landscaping
requirement. This sheet shal be stapled to the front of the reduced plans described in item C
below.

Twelve (12) setsof 11"x17” ste, devations (including mechanica equipment screening), landscape
plans, roof plan, floor plans, lighting plans (including cut sheets and photometrics) and contextud
gte plans (induding exigting and proposed buildings and their uses, pedestrian connections, open
gpace areas and parking areas within 100 feet of the subject property) .

For new congtruction or redevelopments, twelve (12) sets of 11"x17” perspectives showing
proposed structures as viewed from public right-of-way, public trails or other public spaces.
Perspectives should also show how the project relates to neighboring structures.

One st of landscape plans only (not mounted on form board),at least 22”x 34" sheet Size.

One st of color ed Site, devations, perspectives (showing neighboring structures), and landscape
plans mounted on foam board. Elevations must show screening of roof top mechanica equipment.
These may be provided at the meeting. Mounted set must ve be least 24"x36” in Sze.

Photos of the subject and adjacent properties keyed to the contextua site plan required initem C
above. Photos may be provided at the mesting.

Find color and materid boards to include dl significant materids and colors for:
- Exterior Finish (color chips, minimum of 4’x 4”)

- Windows/Frames

- Doorg/Frames

- Trim, Hashings, tc.

- Roofing (if visble), and rooftop mechanica equipment screening materid

Materia boards must be at least 24”x36” in Size. Items must be labeled to correspond with
elevation drawing labels.
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CITY OF REDMOND
ESSENTIAL PUBLIC FACILITY
APPLICATION REQUIREMENTS
COVER SHEET A - S TE PLAN

Redmond

Ten (10) setsof site plans (labeled “ Site Plan”), sheet size 22" x34" or smaller, drawn to an
engineering scaleof 1" = 20" or larger arerequired. All components of the application shal be
prepared by the appropriate professional (s) licensed in the State of Washington. A license slamp or
regigtration number, whichever is gpplicable, as well as the sgnature, shdl be provided on the face of
aoplication materias.

Please check each item below and write the applicable page # to confirm the item isincluded
on the site plan.

[0 Planshave been stamped and signed by the appropriate professional.

0 1. Generd Information:

Legal description and parcel number(s) of the subject property. Page #
Proposed UBC Congtructiontype. Page#

Stedze grossand net (square feet and acres). Page#

Dwelling units allowed and proposed (residentid). Page#

Gross floor areadlowed and proposed (non-residentid). Page#
Open Space/landscaping required and provided. Page#

Impervious surface allowed and proposed. Page #

Parking required, and provided. Page#

Building height allowed and proposed. Page#

—TQ@ o0 oW

ngte Traffic Circulaion incdluding consderation for the following:
Backing zones (away from heavy use areas). Page#
Fire Department access and turnaround. Page #
Stacking/queuing of vehicles. Page#
Drop off zones. Page #
Parking aress, including Sal delineation and dimensions. Page#
Truck/delivery areas with dimengons and turning redii. Page#
Parking layout (designed by a registered engineer for parking lots exceeding 200 spaces).
Page#

O
AR AR

@roo0oTEQ

Pedestrian/Transt/Bike Access:

a. Sidewdk locations. Page#

b. Bikerack locations. Page#

C. Pededrian circulation within parking lot. Page#

d. Connectionsto adjacent properties. Page#

e. Public Safety features. Page #

f.  Connection from parking to building entrances. Page#
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For the subject property and surrounding properties within fifty (50) feet of the subject property unless
otherwise noted, including adjacent rights-of-way, the following informetion shal be shown. These items
shall be prepared by a registered Civil engineer in accordance with City of Redmond Design Standards,
using 1990 City of Redmond datum for vertica and horizonta control:

[0 4. Onand off-site conditions, existing and proposed.

Existing and proposed property linesand lots. Page #

Dimensions and ground evations of existing and proposed structure(s). Page#

Proposed topography including heights of proposed retaining structures and rockeries. Page
#

Profiles of existing or proposed road gradesin excess of 10 percent. Page#

Exigting and/or proposed easements. Page#

Exigting and/or proposed public or common use aress. Page#

Fences and other development features. Page#

Distances between exigting and proposed structures on and off the subject property. Page
#

All existing and proposed driveways, intersections and lane channdlization within 150 feet of
the subject property. Page#

Existing streams, wetlands, ponds and other surface water features and associated buffers,
and flood prone areas. Page#

If the project islocated within afloodplain, you must provide the Base Flood Elevation.

Tree Preservation

Preiminary Tree Preservation Plan, labeed “Tree Presarvation Plan” showing the
surveyed location and drip line of dl trees four (6) inches or greater in diameter at breast
height (4Y2 above grade) within the ste and for fifty (50) feet outside of the ste.
Individud trees shadl be identified by size and species. Page#

Where stands of more than twenty-five (25) trees will not be disturbed, the applicant
must depict the size and species name of each significant tree, with the drip line of the
gtand together with a note indicating the total number of sgnificant trees within the stand.

Pege#____

Each tree shown must be designated as removed, retained (no construction within 5 feet
of the drip line), or impacated (trees proposed to remain, but have congtruction within the
drip line or 5 foot drip line setback (only retained trees may be counted toward the 35%
tree retention requirement). Page#

The five-foot drip-line setback shdl dso be shown for al trees proposed to be retained
and impacted. Page#

A tree hedth assessment, labeled “Tree Hedth Assessment” prepared by a certified
arborist shdl be required for al trees on Ste that are 6 inches or greeter in diameter. The
tree hedth assessment shdl dso verify that dl trees desgnated as retained are hedthy
trees.

Completion of Tree Preservation Summary Table (Attached)
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|. Exigting and proposed roadway improvements, including sidewak curb and guitter, tapers and

dreet lights within 150 feet of the subject property. Page#

_____m. Exiging topography at 2foot contours based upon an actua field survey. Larger contour
intervals may be dlowed on steep Sites. Spot devations of existing and proposed conditions
may be shown for flat Steswith no more than 5 feet of totd devation change. Page#

_n EX|st|ng and proposed utilities:

Vii.

Viii.

location and size of water facilities, including water meters and sde sewers (Design
Standards available a the Permit Center). Page#

location and size of sanitary sewer fadilities (Design Standards available at the Permit
Center). Page#

location and size of storm sewer facilities. Page#

power, power poles, gas, telephone and cable Page #

firehydrants. Page#

vaults. Page#

boxes. Page#

underground duct runs. Page#
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Redmond

CITY OF REDMOND
ESSENTIAL PUBLIC FACILITY
APPLICATION REQUIREMENTS
COVER SHEET B - LANDSCAPE PLAN

Ten (10) sets of landscape plans (labeled “ Landscape Plan”), sheet size 22" x34" or smaller,
drawn to engineering scale of 1" = 20' or larger arerequired. All components of the gpplication shal
be prepared by the appropriate professional(s) licensed in the State of Washington. A license stamp or
regigtration number, whichever is gpplicable, as well as the sgnature, shal be provided on the face of
aoplication materias.

Please check each item below and write the applicable page # to confirm the item isincluded
on the landscape plan.

[0 Panshave been stamped and signed by the appropriate professional.

O 1 A conceptua  drawing indicating the following in accordance with Redmond Community
Development Guide Section 20D.80.10, Landscaping and Natural Screening.

a

)

C.

d.

__&
__f

exiging vegetation to be retained. Page #

general location of proposed trees, shrubs and ground cover. Page#

a plant schedule providing the scientific name, common name, size and spacing of each plant
aswdl| as specie dternatives for trees, shrub masses and ground

cover. Page#

vegetation for blank screening. Alternatives to blank wall screening/rdief could include:

i Maerid Differentiation

i Texture Pattern

i Color Variation. Page#

parking/vehicle use area screening. Page #

Proposed location and species of replacement trees required. Replacement trees shdl be
designated as such on the plan and be distinguished from other landscape trees. Page#

[0 2. Location, square footage, percentage, and dimensions of applicable landscape aress.

Interior parking lot landscaping with computetion of vehicleuse areas. Page#
Linkage system landscaping - Downtown zone only. Page #

Perimeter landscaping and parking lot perimeter landscaping. Page #

Foundetion planting. Page#

Minimum required and proposed site landscaping (percentage). Page#
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CITY OF REDMOND
ESSENTIAL PUBLIC FACILITY APPLICATION REQUIREMENTS
COVER SHEET C - BUILDING ELEVATIONS, FLOOR PLANS
ROOF, AND LIGHTING PLANS

Redmond

Ten (10) setsof building elevations, floor plansand roof plans (Labeled “Building
Elevations/Floor Plans/Roof Plans/Lighting Plans’), sheet size 22" x34" or smaller drawn to
architectural scaleof /8" or /4" =1 arerequired.

Applicant shall check each item below and write the applicable page # to confirm the item is
included on the plans.

[0 Planshave been stamped and signed by a licensed architect.

[0 1. Front, rear and side building elevations of proposed structures showing proposed colors and
materias with shadows to darify building massng. Please review the Redmond Community
Development Guide Section 20D.40, Design Standards.  Elevations shdl include the following:
a. Doorsandwindows. Page#
b. Mechanica equipment and penetrations (including louvers, vents, exhaust fans, meters, etc.).
Page#
Scuppers and downspouts. Page#
Exterior lighting fixtures/survelllance devices. Page#
Notes and graphic representation of exterior materials and architectural
details. Page#
__f. Heght of buildings messured in accordance with the definition in Section
20A.20.080. Page#

[0 2. Aoor plansinduding;
__a On-gradefloor plans. Page#
—_b. Upper floor plans (if applicable). Page#
___c. Beow grade parking plan (if applicable). Page#

® a0

[0 3. Color and materia boards to include al significant materials and colors for:
a. Exteior finish
b. Windows/Frames
c. Doorg/Frames
d. Trim, flashings, c.
e. Rodfing (if visble)

. Roof plans and rooftop mechanica equipment screening detailsincluding:
a. Color
b. Maerids
c. Heght
d. Sight angles within 500 feet
Page #

0 4. Onesa of colored devations.
5

Dumpster screening detalls including:
a. Colors, materids and height
b. On-grade utility enclosures
c. Screentype (wal or landscape)
d. Noiseatenuation

Page #

Page8of 11



0 7. Exterior lighting plans, labeled “Lighting Plan” induding:

___a Manufecturer specification sheets, cut sheets or other manufacturer information for al
proposed lighting fixtures.

b. The proposed location, mounting height, and aming point of dl exterior lighting fixtures.

c. If building evations are proposed for illumination, drawings shal be provided for dl relevant
building devations showing the fixtures, the portions of the devations to be illuminated, the
luminance leves of the devations, and the aming point for any remote lighting fixture. Page
#

d. Parking areas. Page#

___e. Sidewdks/Pedestrian routes. Page #

___f. Foot candle patterns to ensure no off-gte glare or "dark™ areas (for safety). Page#

Upon review of the above lighting information, the Technicd Committee may request the
fallowing:

A brief written narrative with accompanying plan or sketch demongtrating the objectives of the
lighting.

Photometric data, color rendering index (CRI) of dl lamps (bulbs), and other descriptive
information on the fixtures, and if applicable or required, designation as Illuminating Engineering
Society of North America (IESNA) “cut-off” fixtures.

Computer generated photometric gid showing foot-candle readings every ten feet within the
property or ste, and ten feet beyond the property lines, at a scaes specified by the Technica
Committee. |so-footcandle contour line style plans are dso acceptable.

Landscaping information thet indicates mature tree size, shrubbery and other vegetation in order to
evduate the long term and seasond effectiveness of lighting or screening of lighting.

[0 8. Exterior signage concent (for commercial buildings and multi-family housing). Page#

0 9. Adjacent, existing structures shall also be shown if within 10 feet of property line.
Page#_
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CityofRedmond

Guidelines for Demonstrating Conformance
with Tree Protection Standards

Contact: For additional information regarding these guidelines, please contact the City of Redmond’s Department of
Planning and Community Development at 425/556.2494 or your assigned project planner.
Description: This handout is intended to both summarize tree protection requirements and to provide a sample format for
demonstrating compliance with code.
Summary of The following table summarizes the regulations related to tree preservation in the City of Redmond. For more
Requlations: information, please refer to RCDG 20D.80 L andscaping and Tree Protection.
Measuring Single-Trunk Trees. Trees are measured according to their Diameter at Breast Height, or “DBH”. “DBH” is
Trees (DBH): the diameter, measured straight acrossthetreetrunk at 4.5 above grade.
\ Multi-Trunk Trees. Where trees have more than one trunk or stem at 4.5 and those stems come from the same
o “base”, the DBH for each stem at 4.5" is measured. The DBH is then the average of the DBHs of each the stems
at 4.5 above the ground.
Example: Inthe pictureto theleft, where the horizontal dark lineisat 4.5 high, the DBH would be the average
of the diametersof A, B, & C. So, DBH = (DBH,+ DBHg+ DBH()/3
Proposed Action and Brief Definition
Type of Removal Impacted Retained
(ggﬁ) (The tree is cut down/removed fromthe site.) | (Thetreeisleft standing, | (Thetreeisleft standing
but ground disturbanceis | and ground disturbance
occurring within 5 of the | isNOT occurring within
tree’sdripline.) 5’ of thetree’sdripline)
Landmark | Prohibited, unless approved by an exception. Prohibited, unless Required for all
(> 30") A written exception request is required. approved by an exception. Landmark Trees, unless
Mitigation required, i.e. replacement trees at a ;A‘ ;ert’?ragd@(ceptlon request | exception is granted.
ratio of 3:1, if exception is gpproved. S required.
Preferred over Removal.
Significant | Regardless of the percentage of removed trees, | Encouraged over Remova. | 35% of all Significant
n »y | Mitigation, i.e. replacement trees at aratio of 1.1, Trees Required.
(6" -30") .
are required for each removed tree.
Notes: No morethan 65% of healthy Landmark + | 3-year Tree Replacement | 5-year Tree
Significant Trees may be removed, unless Performance Bond Preservation Bond is
approved by an exception. If approved, then | required for each required for each
mitigation is required, i.e. replacement trees, at a | replacement tree. The Retained Tree. The
ratio of 3:1 if exception is approved. bond is used if an bond is used if an
Tree Replacement Performance Bond impacted tree dies and the | impacted tree dies and
ce Replacement Ferformance bo applicant does not the applicant does not
required for each replacement tree. 3 year : .
; ) replace it. replaceit.
maintenance bond required after
performance.
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Arborist An Arborist Report shall document (1) the trees on site and (2) any off site trees that will be
Report: impacted by clearing or other improvements within 5 feet of its drip line At a minimum, the
arborist’s report shall:

1. Describe the site in narrative and provide an aerid or Site plan documenting the locations of tree
stands.

2. Describe the methodology, which must be considered the best of available science, that was used
to rate each and every tree. Describe how trees were tagged in the field.

3. Document through a table the following for each tree of 6” or greater in dbh: Tree Number,
Species, DBH, Health, Comment on Health, and Proposed Action. The Tree Number is that
number that is affixed to the tree in the field and is used to identify it on a surveyed map.

4. Provide a surveyed map locating each tree, numbering each tree with its identification number,
illustrating each tree’s dripline, and illustrating 5 from each tree's dripline. Symbols shall be used
and described in a legend to distinguish the following groups. Unhedlthy Trees to be Removed,
Significant Trees to be Removed, Landmark Trees to be Removed, Significant Trees to be
Impacted, Landmark Trees to be Impacted, Significant Trees to be Retained, and Landmark Trees
to be Retained.

5. Recommend actions for impacted trees and general management, as appropriate.
Provide a map illustrating the locations of replacement trees.

7. Provide an exception request for any proposed action that would not comply with the tree
protection standards, such as. removing a healthy landmark tree or having a retained tree count
below the required 35%.

Summarizing  The following table provides you with the format that is required for summarizing a proposal’s
Compliance conformance with the City’s tree protection regulations. The table must appear in the Arborist

with Code. Report and on the Tree Preservation Plan, both of which are part of the application. Please
include the total number of trees that are 6” or greater and the number of unhealthy treesin the
report.
Proposed Action and Brief Definition
Tree Type Removal I mpacted Retained Total
Landmark Number of removed Number of impacted Number of retained Total Landmark
(>30” dbh) landmark landmark landmark Trees
% of Removed % of Impacted % of Retained Landmark | % Landmark
Landmark Trees of All | Landmark Trees of All | Trees of All Trees Trees of All Trees
Trees Trees
Significant Number of removed Number of Impacted Number of Retained Total Significant
(6" -30") significant significant significant Trees
% significant % Impacted of all % Retained of all % Significant
removed of all significant significant Trees of All Trees
significant trees
Totals Number of Landmark | Number of Landmark | Number of Landmark + Total Number of
+ Sgnificant + Sgnificant Significant Retained ALL Trees
Removed Impacted
% of removed of all % of Impacted of all | % of Retained of all trees
Trees Trees
Replacement | # of Replacement N/A N/A # of Replacement
Trees Trees Trees
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